
CHEMICAL SPLASH RESISTANCE GUIDE
Reliable splash resistance against solvents, gasoline, fluids and grease
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 CHEMICAL LATEX NITRILE MICROFLEX®   
93-260/CHEM 3

ACETONE

ANTIFREEZE (METHANOL-BASED)

BORIC ACID

BRAKE CLEANER (CONTAINING HEXANE OR ETHANOL)

BRAKE CLEANER, NON-CHLORINATED (CONTAINING ACETONE, N-HEPTANE AND/OR XYLENE)

BRAKE FLUID

CARBURETOR CLEANER (TYPICALLY XYLENE, TOLUENE AND/OR ACETONE)

DIESEL FUEL, DIESEL FUEL ADDITIVE

ENGINE CLEANER AND DEGREASER  (CONTAINING KERSOSENE, PETROLEUM DISTILLATES OR PROPANE-ISOBUTANE-N-BUTANE AS MAIN COMPONENTS)

EPOXY PRIMER (CONTAINING TOLUENE, ACETONE, MEK AND/OR N-BUTYL ACETATE)

ETHANOL (ETHYL ALCOHOL) (95% CONCENTRATION)

FREON 11, FREON 12

FREON 21, FREON 22

FUEL INJECTOR CLEANER (PRIMARILY KEROSENE)

GASOLINE LEADED, GASOLINE UNLEADED

GREASE, AUTOMOTIVE (PETROLEUM-BASED)

GREASE, AUTOMOTIVE (SILICON-BASED)

GREASE, AUTOMOTIVE (SYNTHETIC)

HEXANE

HYDRAULIC FLUID (PETROLEUM-BASED)

KETONES

LACQUERS, LACQUER THINNERS

LUBRICANTS (CONTAINING MINERAL SPIRITS AS PRIMARY COMPONENT)

MINERAL SPIRITS

MOTOR OIL (INCLUDES OILS MADE FROM PETROLEUM DISTILLATES, SYNTHETIC OILS, DIESEL OILS, 2-STROKE OILS, AND HYDRAULIC OILS)

PAINT (LATEX-BASED)

PAINT (OIL-BASED)

PAINT, AUTOMOTIVE (PAINT CONTAINING V.M.&P. NAPHTHA, MINERAL SPIRITS; WITH SMALL AMOUNTS OF TOLUENE, XYLENE OR N-BUTYL ACETATE)

PAINT, AUTOMOTIVE (PAINTS CONTAINING LARGE AMOUNTS OF TOLUENE, XYLENE OR N-BUTYL ACETATE)

PAINT ACTIVATOR, AUTOMOTIVE (CONTAINING MEK, POLYISOCYANATE RESIN, AND/OR BUTYL ACETATE)

PAINT REDUCERS/THINNERS, AUTOMOTIVE (ALIPHATIC HYDROCARBONS, EG. V.M.&P. NAPHTHA OR MINERAL SPIRITS)

PAINT REDUCERS/THINNERS, AUTOMOTIVE (AROMATIC HYDROCARBONS, EG. TOLUENE OR XYLENE)

PARTS WASH, AUTOMOTIVE (CONTAINING NAPHTHA, N-HEXANE, CYCLOHEXANE AND/OR MEK)+A64

PETROLEUM DISTILLATES (NAPHTHAS)

RUST INHIBITORS, AUTOMOTIVE

RUST REMOVER, AUTOMOTIVE (CONTAINING <50% PHOSPHORIC AID)

TRANSMISSION FLUID, TYPE A

TRANSMISSION FLUID, SYNTHETIC

WAX REMOVER, AUTOMOTIVE (CONTAINING V.M.&P. NAPHTHA, XYLENE AND/OR ETHYLBENZENE)

CHEMICAL RATING KEY
GOOD
FAIR
NOT RECOMMENDED

Recommendations made in this note are based on extrapolations from laboratory test results and information regarding the composition of chemicals and may not 
adequately represent specific conditions of end uase. Synergistic effects of mixing chemicals have not been accounted for.

For these reasons, and because Ansell has no detailed knowledge of or control over the conditions of end use, any recommendation must be advisory only and 
Ansell fully disclaims any liability including warranties related to any statement contained herein.

Learn more, please visit www.ansellguardianpartner.com/chemical/home


